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FIG. 10
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FIG. 11
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FIG. 15
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FIG. 17
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FIG. 19
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FIG. 24

( START )
<{MEMORY INITIALIZATION PROCESS>

tv=0 S201
nty = (fv/fp) * r f

cur_sc =0, scl] = 0, mode[] =0
pbank =0, bank = 0

Y

<MOTION SEARCH UNIT ACTIVATION> f 5202
INPUT PARAMETERS:
Flfloor(ntv)], Flfloor{ntv)+1], ntv

Y

ntv = ntv + (fv/fp) * r
mode[pbank] = 0 $203
cur_sc =(SCENE CHANGE DETECTION f
RESULT)

sc[pbank] = cur_sc
pbank=(pbank+1) & (MAX_BANK-1)

v

5204
STANDBY UNTIL NEXT VSYNC f

v

Y

$205
MOTION SEARCH PROCESS -f-
Y
f 5206
MOTION COMPENSATION PROCESS
A 4
§207
tv = tv + (fv/fp) * r
ntv = ntv + (fv/fp) * r
+ 5208
STANDBY UNTIL NEXT VSYNC f




US 9,485,453 B2

Sheet 17 of 27

Nov. 1, 2016

U.S. Patent

90ZS
Kr
X x » >
(L-XNYEXYA) 3 (1+3ueqd) = sueqd 15 (di/Af)— AU = AU
60€S .\ 80ES .\ A
_ o=or | é
G1ES S N oes

(%, M) +AIUYIOO as”inoz Dueqd]os
N =j (AJU)io0} (Lmns3ay ZO:.Om._u.wa
908 \ IONVHD INIDS) = 957Ino
yLES 0 = [Jueqd]epow

- A

(1-XNVE XVINYR( 1 +Yueqd)=pjueqd AU [ L+(AUYool] 4 “[(MuMooy]

I = [ueqd]os ‘SHILIWVEY LNdNI
E1€S e (3aown S <NOILVAILOY
HOHV3AS NOLLOW)= [Mueqd]epow S0ES LINN HOYVIS NOLLOW)>

A A

— | — »
d =
AU T LHAUI80]4 T(Au1e9]4 A (AU 001 ‘[ | ~(AUMOOIf ] _ A (G/M) + AU = AU _
'SHILIWVEYA LNdNI 'SHILIWVHY LNdNI 08S S
<NOLLYAILOY (NOLLYALLDY -
1INN HOYVIS NOILLOWD LINA HOYVIS NOLLOWD WNN'3Yd * ((U/N)
u\ N > (A3 - Au)
zZies S 11€S

£0Es

(YIDIALNI) = Aju
¢IAOW NOILVIOdHILNI
-VH.1X3 NI NOILISOd HORHIINY LY
JINH04H3d 39 0L S§3004dd §

= 0874no

oles

¥02s

G¢ Ol



US 9,485,453 B2

Sheet 18 of 27

Nov. 1, 2016

U.S. Patent

A 4

(I-INVE XYINYB(1+{ueq) = yueq

60VS \.

A

A
»lal
»

.

((M)ieo-AY[L+(AYIIB][(ADIIe]]
‘FDVINI LNd1NO

(1

~(Api00p-N)[(Api00l][L-(N)100L]]
FOVRAL LNdLNo

((An)ro0-Ap)[ | +{AR OO ][(AF)I00K]T
IOV LNdLNO

80vS .\ 1

90¥s \ 1

¥O¥S .\ 1

(M4
ADVAI LNdLNO

A3 ‘[LHA)IS01d T(AIIe9]4
‘SHALAWVYHVYd LNdNI
<NOILVAILDV
LINN ONILYSNIdWOO NOILOWD>

Ay ‘[(M)00}]4 ‘T}-(MHooy]d
‘SHILINVHYd LNdNI
<NOILVAILOV
1INN ONILYSNIdWNOO NOILOWD>

A} ‘[1+(A3)400l41d ‘[(A1)400]d
‘SHALIAVHYd LNdNI
<NOILVALLOV
LINM DNLLYSNIdNOO NOILOWS

0LrS S

LO¥S S T

—opop

aovs

covS \ L=9POoI

sovs -/ )

[Yueq]spow

(HIDALIND =M

A

0=°POnN

9¢ OIA



U.S. Patent

FIG. 27

Nov. 1, 2016

Sheet 19 of 27

PLAYING SPEED =r

109
[

PLAYING

PROCESSING UNIT
PLAYING CONTROL UNIT

Y

US 9,485,453 B2

STORAGE UNIT

109
s oeE 1098
INPUT VIDEO TIME COUNTER VIDEO EFFEGT
> INTEGER PART TIME »| PROCESSING
COUNTER UNIT
DECIMAL PART TIME
COUNTER T 109
| INTERPOLATED
> IMAGE MEMORY
CSH?AENNGEE MOTION MOTION 1094
< SEARCH COMPENSATING
DETEGCTING NI N
UNIT
A A A
v f‘IOQc
MOTION
VECTOR

110
v/

LCD PANEL
DRIVING
UNIT

107
[

FRAME MEMORY




US 9,485,453 B2

Sheet 20 of 27

Nov. 1, 2016

U.S. Patent

(1'0)e21 @oezll | ozl | @oer | ool | @olol | (ool | 04 IHVYINI LNALNO
- : — — — — — : TINN DNISS3004dd
(Lroeal @oell | @ozil | @oel | (6olol | @oior | (€olol | od 103443 03dIA
(el (802 (8'0)211 (Z0)ZL1 (20)Z11 (9°0)101 (9°0) 101 AHOWIW
(royeel (royeel (g0)ell Eoelt (g0)Lor1 ool Eolol (eotol OE| IDVIN] ALY TOdHILNI
- - 1] - 1] - 1] - * - * - * - I—IHZD
€424 £4'74 z4'14 74’14 Z4'14 14'04 14'04 14'04 04 ONLLYSNIdWOS NOLLOW
: : : : : : LINN DNILO3LIA
0 0 _ 0 _ 0 _ 0 _ 0 _ 0 _ 0 0 IHNVHO INIOS
yded | | | eded | | | zdid 1404 LINA HOYVY3S NOILLOW
/4 [ [ (L)
94 94 94 94 (94)
G G G G G (G4)
[ v ¥ ¥ [ v (¥d)
€4 £ £ £ £ £ £ (&) AHOWIN NVl
zd zd Zd Zd Z4 Z4 Zd Zd (zd)
[ [ [ 14 [ 14 14 [ 14
04 04 04 04 04 04 0d 04 04

63

g3

-

e

e

<t
e

(9]
WS-

Nuan
]

13

0}

ONIAY1d 433dS
X€'0 40 JNIL LV

8¢ OlAd



US 9,485,453 B2

Sheet 21 of 27

IOV LNdLNO
1INM ONISS3004Hd
193d49 OJdIA

GOl 1 w@olol | (€olol | 0d

Nov. 1, 2016

U.S. Patent

| m
o : (9°0)101 (9°0) L0 m m AHOWIW
[ Groee [ 6 G NG : | cotor (€010l €olor | od IOVINI 3LV T10dYILNI
ErEa W i T T METTR i m
[ eded | eded | . [ igod [ tdod [ idod [ 04 | 5y vsngawoo NoLLon
; : : : ; : : : : LINN DNILD3LIA
_ 0 _ g _ ¢ _ 0 _ 0 _ 0 _ 9 _ 0 _ IHNVHO INIOS
l I vaed ] [ | | | ezd1d4 | idod | LINN HOYVY3S NOILOW
e /4 /4 (13)
94 94 94 94 (9)
G4 G4 G4 G G4 )
v 4 4 4 v [ )
c4 £4 €4 £ €4 €4 ¢4 (€4) AHONIW FNvH4
Z4 z4 Z4 Z4 Z4 Z4 Z4 Zd )
14 1 1 1 14 14 [ [ I
04 04 04 04 04 04 04 04 04
: : : : : : : : : : DNIAY1d Q33dS
6} 8} [} 9} g % €1 A 13 0}

X€0 4O dWIL LV

6¢ Old



US 9,485,453 B2

Sheet 22 of 27

Nov. 1, 2016

U.S. Patent

\

)

[

[ coea |

[ Boz13 |

[ coy13 |

[ @oz13 |

(g'0)101

(9o)Lol

\

/
(59

\

/
(¢

ol
S

W/
)

\
(59

/

€o)ol

-

L4

84

¥4

€4

¢d

-

OddIA LNd1LNO NO JWIL

ONIAVld d33dS
X€0 40 JNLL LV

ONIAYTd d33dS
X1 40 JWIL LV

0€ Ol



U.S. Patent

Nov. 1, 2016 Sheet 23 of 27

FIG. 31

( START )
v

US 9,485,453 B2

{MEMORY INITIALIZATION PROCESS>
wp =0
tv=0
nty = (fv/fp)*r
psv=20
sv=0

Ve $501

A4

<{MOTION SEARCH UNIT ACTIVATION>
INPUT PARAMETERS:
Flfloor(sv)], F[floor(sv)+1]

f 5502

Y

scl[floor(sv), floor(sv)+1]
=(SCENE CHANGE DETECTION RESULT)

S503

o
at
y

A

| sv = sv + (fv/fp)kr

lf 5504

sv < ceil(ntv)

STANDBY UNTIL NEXT VSYNC

/ 5506

v

v

MOTION SEARCH/MOTION
COMPENSATION PROCESS

8508

/ S507
f

VIDEO EFFECT PROCESS
tv = ntv
ntv = ntv + (fv/fp) * r
wp = lwp

sc[floor{psv), floor(psv)+1]
= (SCENE CHANGE DETEGTION RESULT)

f S509

v

STANDBY UNTIL NEXT VSYNC

f S510

v




US 9,485,453 B2

Sheet 24 of 27

Nov. 1, 2016

U.S. Patent

[dm] AHOWINW
ADYNT AILY10dUILNI NI ((rau)so0)
~AUY[(AD)[ID][(A1)400]] FHOLS

4

AU [(M)e0]4 (A00p]d
‘SHILAWVHVYd LNdNI
<NOILVALLOY
LINN ONLLYSNIJWOO NOLLOW>

|
[dm] AHOWIW
.\\ JOVINT A3LVTIOdHILNI NI ((As)do0l
G195 -AS)[| + (AS)I00l][(AS)O00H]] FHOLS
7y
AS [ |+(AS}O0|] [(ASMOOY]q
‘SHALINVYHYd LNdNI
y1os | <NOILVALLOY
LINN ONILVSNIdWOO NOILOW>
LINN
DNILVSNIdWNOO
NOILLOW

Ak(A}/AL) + AS = AS

3

A
»
>

909s |

LIND
HOUVYdS NOILOW

AS = Asd

4

[L+(ns)io0}}]4 ‘[(AS)400}}]4
SH3LIANVEVC LNdNI
<NOLLVAILOV
LINO HOHVIS NOLLOWY

L = [(A1e0 (A

400|108

N
»

[dm] AHOWIW
JOVINI GILYIOdHILNI
NI [A1U]4 3HOLS

voos 7 4

AS = Asd

A

[1+(AS)I00l]d ‘[(AS)I00}]
-SH313NVHYd LNdNI
<NOLLYAILOV
1INM HOYVIS NOLLOW>

(M)} = (A3)|190

906S



U.S. Patent Nov. 1, 2016 Sheet 25 of 27 US 9,485,453 B2

FIG. 33

5507

tv = (INTEGER) N
$702
sclfloor(ty).ceil(tv)] = 1
P N
i v ~ S104
OUTPUT IMAGE: |~ 8703 <VIDEO EFFECT PROCESSING UNIT
INTERPOLATED IMAGE MEMROY ACTIVATION>
[wP] INPUT PARAMETERS:
INTERPOLATED IMAGE MEMORY [wp],

INTERPOLATED IMAGE MEMORY [iwp],
AND tv

I - S705

OUTPUT IMAGE:
E[floor(tv)][floor(tv)+1](tv—Floor(tv))

4
53509



U.S. Patent Nov. 1, 2016 Sheet 26 of 27 US 9,485,453 B2

TIME ON INPUT VIDEO
FO F1 F3
H H M H H : H : |
: : P : : : : P
: : P : : : : P
: : P : : : : P
: : P : : : : P
: : P : : : : P
: : P : : : : P
A A
101 101 101 E12 E12 E12 9 123 123 123
03) (©6 09 (02 05 (@08 (0.3) (08) (09
| _ ! DISPLAY
mgP#AILA : m?:N TDIII\SA':LAY | INTERPOLATED
UTIMAGE | INPUTIMAGE 1 e
S605
<MOTION SEARCH UNIT ACTIVATION> _f S801
INPUT PARAMETERS:
F[floor(sv)], F[floor{sv)+1]
psv = sv S$802
pnum = num e
num =0
\ 2
v = sv + (Fv/fo)xr |~ 5803
num = num + 1

S804

S613



US 9,485,453 B2

Sheet 27 of 27

Nov. 1, 2016

U.S. Patent

1INN
TEANVd 4071

AHOWIW FNVHAS

A

A
ho_.\ r
Y

1INN
ONIAIMA |,

rrr.\

JaNvd | Ndo
ani

LINA
ONISS300Hd
ONIAY1d

LINA
4300034
OddiN

AHOWIN
3FOVHO1S

oi\ qi\

4 = (J33dS ONIAVd

mo_.\ A @O_.\ A

34 01 03dIA

A= d3AYd

J

433

LINN TOHLINOOD TVHINIS

_,or\*

1

\ LINN TTINVd HONOL
gLl

JOIAIA H3AV1d IOVIAI DNIACOW

Oor\

9¢ Old




US 9,485,453 B2

1
MOVING IMAGE PLAYER DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based upon and claims the benefit of
priority from the prior Japan Patent Application No. 2013-
187572, filed on 10 Sep. 2013, the entire contents of which
are incorporated herein by reference.

FIELD

Embodiments described herein relate generally to a mov-
ing image player device.

BACKGROUND

Smooth slow moving image interpolation playing is a
playing method of receiving a moving image having a
certain frame rate and smoothly performing playing at a
speed slower than a certain speed. In this playing method, a
motion search is performed on an input original image, an
interpolated image is generated using the motion vector, and
display is performed inserting the interpolated image
between the frames of the original image. Thus, it is possible
to prevent the same frame of the original image from being
displayed multiple times and implement smooth slow play-
ing.

As a process similar to the smooth slow moving image
interpolation playing, there is frame rate conversion (FRC)
based on motion compensation. This is a process of con-
verting a moving image having a first frame rate into a
moving image having a second frame rate. For example, it
corresponds to a process of converting a frame rate of 60 fps
into 120 fps that is twice the frame rate when a moving
image of a frame rate of 60 fps is displayed on a liquid
crystal panel having a display capability of 120 fps. At this
time, the image having the second frame rate is obtained by
generating an interpolated frame based on motion compen-
sation and inserting the interpolated image between the
frames of the original image. Through this operation, the
converted moving image is more smoothly displayed.

Meanwhile, there are cases in which a scene change is
contained in a moving image. When an interpolated image
is generated using the frames before and after the scene
change, motion compensation is performed using images
having no correlation, and so a distorted image is generated.

In this regard, in the FRC process, when a scene change
is detected, a process different from normal interpolation is
performed. For example, when a scene change is detected,
a frame preceding or following the scene change in time is
inserted as an interpolated frame without any change. Alter-
natively, an average of the preceding and following frames
is output.

However, when this interpolation process is applied to the
smooth slow moving image interpolation playing, an image
that is smoothly moving is displayed stopped around the
scene change. For example, in Y100x slow motion playing, 99
frames of interpolated images are generated between two
frames of an original image. When the interpolated images
are presented on a display device of 60 fps, the moving
image stops for nearly two seconds and is unnaturally
viewed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a moving image player
device according to a first embodiment of the present
invention;
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2

FIG. 2 is a block diagram of a playing processing unit;

FIG. 3 is a diagram for describing processing of a motion
search unit;

FIG. 4 is a diagram illustrating a time-series positional
relation of an image displayed when the moving image
player device according to the first embodiment detects no
scene change at the time of 0.3x speed playing;

FIG. 5 is a diagram illustrating exemplary corresponding
output images when 0.3x speed playing is performed;

FIG. 6 is a diagram illustrating a time-series change in the
content of a frame memory, a processing target frame of a
motion search unit, a scene change detection result of a
scene change detecting unit, a processing target frame of a
motion compensating unit, and an output image at the time
of 0.3x speed playing;

FIG. 7 is a diagram illustrating a time-series positional
relation of an image output when the moving image player
device according to the first embodiment detects a scene
change at the time of 0.3x speed playing;

FIG. 8 is a diagram illustrating an exemplary output
image corresponding to FIG. 7;

FIG. 9 is a diagram illustrating a time-series change in the
content of a frame memory, a processing target frame of a
motion search unit, a scene change detection result of a
scene change detecting unit, a processing target frame of a
motion compensating unit, and an output image at the time
of 0.3x speed playing;

FIG. 10 is a flowchart illustrating exemplary processing
of a playing control unit according to the first embodiment;

FIG. 11 is a diagram illustrating a pattern (1) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 12 is a diagram illustrating a pattern (2) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 13 is a diagram illustrating a pattern (3) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 14 is a diagram illustrating a pattern (4) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 15 is a diagram illustrating a pattern (5) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 16 is a diagram illustrating a pattern (6) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 17 is a diagram illustrating a pattern (7) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 18 is a diagram illustrating a pattern (8) of a
time-series positional relation of an image output when the
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moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 19 is a diagram illustrating a pattern (9) of a
time-series positional relation of an image output when the
moving image player device according to the first embodi-
ment detects a scene change at the time of 0.25x speed
playing;

FIG. 20 is a diagram for describing another processing
method of a motion search unit illustrated in FIG. 2;

FIGS. 21A and 21B are diagrams for describing an
interpolated frame generating method of a playing process-
ing unit according to a second embodiment;

FIGS. 22A to 22C are diagrams illustrating exemplary
output images when a playing processing unit according to
the second embodiment detects a scene change;

FIG. 23 is a diagram illustrating a time-series change in
the content of a frame memory, a processing target frame of
a motion search unit, a scene change detection result of a
scene change detecting unit, a processing target frame of a
motion compensating unit, and an output image in case of
FIG. 22B;

FIG. 24 is a flowchart illustrating exemplary processing
of a playing control unit according to the second embodi-
ment;

FIG. 25 is a flowchart illustrating a concrete example of
a motion search process (S205).

FIG. 26 is a flowchart illustrating a concrete example of
a motion compensation process (S206);

FIG. 27 is a block diagram of a playing processing unit of
a moving image player device according to a third embodi-
ment;

FIG. 28 is a diagram illustrating processing performed
when a playing processing unit according to the third
embodiment detects no scene change;

FIG. 29 is a diagram illustrating a time-series change in
the content of a frame memory, a processing target frame of
a motion search unit, a scene change detection result of a
scene change detecting unit, a processing target frame of a
motion compensating unit, the content of an interpolated
image memory, a frame generated by a video effect pro-
cessing unit, and an output image when a scene change is
detected;

FIG. 30 is a diagram illustrating a concrete example of an
output image corresponding to FIG. 29;

FIG. 31 is a flowchart illustrating exemplary processing
of a playing control unit illustrated in FIG. 27;

FIG. 32 is a flowchart illustrating a concrete example of
a motion search/motion compensation process (S507);

FIG. 33 is a flowchart illustrating a concrete example of
a video effect process (S508);

FIG. 34 is a diagram illustrating a time-series positional
relation of an image output when a moving image playing
device according to a modified example of the third embodi-
ment detects a scene change at the time of 0.3x playing;

FIG. 35 is a flowchart illustrating a process performed
instead of S606 to S609 of FIG. 32; and

FIG. 36 is a block diagram of a moving image player
device according to a fourth embodiment.

DETAILED DESCRIPTION

A moving image player device according to an embodi-
ment of the present invention includes a video input unit that
receives a video including a plurality of consecutive input
frames, an interpolated image generating unit that generates
an interpolated frame corresponding to a time between two
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adjacent input frames using the two input frames among the
plurality of input frames, and a video playing unit that
detects a scene change in the video, outputs the plurality of
input frames or the interpolated frames in time series based
on the detection result, and plays the video at an arbitrary
playing speed. When the scene change is detected, the video
playing unit skips a display of the interpolated frames
corresponding to time between an input frame at the end of
a first scene and an input frame at the head of a second scene,
and displays an input frame of the second scene or the
interpolated frame after the input frame at the end of the first
scene or the interpolated frame.

Hereinafter, exemplary embodiments of the present
invention will be described in detail with reference to the
appended drawings.

First Embodiment

FIG. 1 is a block diagram of a moving image player
device 100 according to the present embodiment. The mov-
ing image player device 100 includes a general control unit
101, an RF tuner unit 104, a demodulating unit 105, an
MPEG decoder unit 106, a frame memory 107, an image
correcting unit 108, and a playing processing unit 109. The
moving image player device 100 is connected to an infrared
ray receiving unit 102 and a display device 200. The infrared
ray receiving unit 102 receives infrared rays output from a
remote controller (not illustrated) according to a user’s
operation, and outputs a received light signal to the general
control unit 101. The general control unit 101 outputs
control information for changing a selected channel number
c to the RF tuner unit 104 based on the received light signal
including the user’s selected channel information, and out-
puts control information for changing a playing speed r to
the playing processing unit 109. The general control unit 101
is a control device such as a central process unit (CPU) that
controls respective components configuring the moving
image player device 100.

The RF tuner unit 104 decides a frequency of a broadcast
wave to be received based on the control information of the
selected channel number c, and outputs an intermediate
frequency (IF) signal to the demodulating unit 105. An
antenna 103 installed outside the moving image player
device 100 is connected with the RF tuner unit 104 by a
wiring, and transfers the received radio wave to the RF tuner
unit 104.

The demodulating unit 105 demodulates the IF signal
modulated by various modulation schemes (for example,
OFDM or VSB) into an MPEG transport stream, and outputs
the MPEG transport stream to the MPEG decoder unit 106.
The modulation scheme is based on a digital broadcasting
standard (for example, ISDB, ATSC, or DVB).

The MPEG decoder unit 106 decodes an MPEG transport
stream based on a coding scheme such as MPEG2 or
MPEG4/AVC (H.264), and outputs the decoded image to the
frame memory 107. A frame rate fv of the decoded image is
encoded in an MPEG transport stream, and has a value such
as 24 fps or 30 fps. Further, the MPEG decoder unit 106 has
a function of reading a reference image from the frame
memory 107, and performs decoding using motion compen-
sation. The frame memory 107 is a storage unit such as a
DRAM having the capacity capable of storing, for example,
16 decoded frames.

The image correcting unit 108 reads the decoded image
written in the frame memory 107 at the frame rate fv. The
image correcting unit 108 performs, for example, the fol-
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lowing image processing, and writes the processing result in
the frame memory 107 at the frame rate fv.

(1) Gamma correction or more detailed tone curve cor-

rection process
(2) Brightness or contrast adjustment process
(3) Process of enlarging a color difference of a decoded
image of a YUV4:2:0 format to be converted into a
YUV4:4:4 format

(4) Process of performing pixel aspect ratio conversion,
enlargement and pillar box conversion on a video being
broadcast at an SD resolution of 720x480 pixels to be
converted into an HD resolution

(5) Process of enlarging a horizontal resolution of a

broadcast wave being broadcast at 1440x1080 pixels to
be converted into 1920x1080 pixels

The playing processing unit 109 reads an image written in
the frame memory 107 from the image correcting unit 108
again based on a reading speed which is based on a playing
speed r designated from the general control unit 101, a frame
rate fv of the decoded image written in the frame memory,
and a display frame rate fp of an LCD panel unit 111, and
outputs the processing result to the LCD panel driving unit
110.

The display device 200 further includes the LCD panel
driving unit 110 and the LCD panel unit 111. The LCD panel
driving unit 110 outputs the video to be displayed (a normal
moving image or a smooth slow moving image) to the LCD
panel unit 111 together with LCD panel control signals such
as a horizontal synchronization signal and a vertical syn-
chronization signal.

FIG. 2 is a block diagram of the playing processing unit
109. A playing control unit 1094 serving as a video playing
unit receives the control information of the playing speed r
from the general control unit 101, and receives a scene
change detection result flag from a scene change detecting
unit 109¢. The playing control unit 1094 derives a read
address of the frame memory 107, and outputs the read
address to a motion search unit 1095 and a motion compen-
sating unit 1094 together with a time stamp corresponding to
a current time. Further, the playing control unit 109«
includes an input video time counter consisted of an integer
part time counter representing a frame number on a video
and a decimal part time counter representing a period of time
less than a frame interval of the video. The input video time
counter is controlled such that a value obtained by multi-
plying a playing speed by a value obtained by dividing the
first frame rate by the second frame rate is added for each
output frame in the case of displaying the video input of the
first frame rate at the second frame rate. When a scene
change from a first scene to a second scene is detected and
the value of the input video time counter is positioned
between a frame at the end of the first scene and a frame at
the head of the second scene directly after the first scene, the
playing control unit 109« resets the value of the integer part
time counter to a value representing the frame at the head of
the second scene and resets the value of the decimal part
time counter to 0.

The motion search unit 1095 reads a criterion image and
an immediately preceding reference image from the frame
memory 107, and performs a motion search of obtaining
optimal motion vectors by block matching. The motion
search unit 1096 obtains a motion vector pointing to the
reference image from each pixel of the criterion image, and
stores results corresponding to one frame of the criterion
image in a motion vector storage unit 109¢. The playing
control unit 1094 and the motion search unit 1095 configure
a video input unit.
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The motion vector storage unit 109¢ has the capacity
capable of storing motion vectors of two frames, and has a
double buffer configuration in which a use of an area
alternates every frame. In other words, of the whole capac-
ity, a capacity corresponding to one frame is used as a
writing destination of the motion search unit 1095, and a
capacity corresponding to the other frame is used as a
reading source of the motion compensating unit 1094.

The motion compensating unit 1094 reads the motion
vector from the motion vector storage unit 109¢, reads the
criterion image and the reference image used for the motion
search from the frame memory 107, and generates an
interpolated image. Further, when an interpolated image
need not be generated, the motion compensating unit 1094
outputs any one of the images as is. The motion search unit
1094, the motion vector storage unit 109¢, and the motion
compensating unit 1094 configure an interpolated image
generating unit.

The scene change detecting unit 109¢ receives evaluation
costs at the time of block matching corresponding to motion
search results. Further, when processing on the criterion
image of one frame ends, the motion search unit 1095
outputs a scene change detection flag having a value of “1”
to the playing control unit 109a when a scene change is
detected between the criterion image and the reference
image, but outputs a scene change detection flag having a
value of “0” to the playing control unit 109a when no scene
change is detected between the criterion image and the
reference image. The motion search unit 10954, the scene
change detecting unit 109¢ and the playing control unit 1094
configure a video playing unit.

FIG. 3 is a diagram for describing processing of the
motion search unit 1095 illustrated in FIG. 2. A frame F1
represents a criterion image, and a frame FO represents a
reference image. Further, 101(0.3) represents an interpolated
frame generated using a motion search result. A numerical
part “01” represents “being between F0 and F1.” Further, a
numerical part “0.3” represents “positioning at a time 0 0.3”
considering a time interval between F0 and F1 is to be 1.

The motion search process is performed on a certain area
of the frame F1, for example, each of blocks obtained by
dividing the frame F1 in units of 8x8 pixels. At this time, a
motion vector of an image closest to a block of interest
within a certain range such as 64x64 pixels centering on a
block on the frame FO which is at the same position as the
block of interest is obtained. For example, a sum of absolute
differences or a sum of squared differences between images
may be used as an evaluation cost value. Further, for 8x8
pixels at the position obtained by scaling the obtained
motion vector by (1-0.3)=0.7, on the frame 101(0.3), a value
of 0.3 times the motion vector is assigned to the frame FO0
side, and a value of -0.7 times the motion vector is assigned
to the frame F1 side. This process is performed on all blocks
of the frame F1, and the motion vectors of one frame
corresponding to 101(0.3) are stored in the motion vector
storage unit 109¢. In this process, there may occur an area
in which motion vectors from different blocks on the frame
F1 collide with each other on the frame 101(0.3) or an area
in which no motion vector is assigned on the frame 101(0.3).
When the motion vectors collide with each other, a motion
vector having a smaller evaluation cost value remains, and
when there is an area in which no motion vector is allocated,
pixels are filled, for example, by a method of copying from
surrounding pixels on the frame 101(0.3).

Next, a slow motion playing process performed in the
moving image player device 100 when no scene change is
detected will be described with reference to FIGS. 4 to 6.
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FIG. 4 is a diagram illustrating a time-series positional
relation of an image displayed when the moving image
player device 100 according to the present embodiment
detects no scene change at the time of 0.3x speed playing.
When 0.3x speed playing is performed starting from the
frame F0, the moving image player device 100 generates and
output interpolated images at time intervals of 0.3 frames
(frames 101(0.3), 101(0.6), and the like). Further, when a
time corresponding to an integer frame position comes, an
input image is output without any change (a frame F3).

FIG. 5 is a diagram illustrating exemplary corresponding
output images when 0.3x speed playing is performed. FIG.
6 is a diagram illustrating a time-series change in the content
of the frame memory 107, a processing target frame of the
motion search unit 1095, a scene change detection result of
the scene change detecting unit 109e, a processing target
frame of the motion compensating unit 1094, and an output
image at the time of 0.3x speed playing.

Referring to FIG. 6, the frame memory 107 has the
capacity of at least 8 frames for use in the playing processing
unit 109, and a frame ID shown in parentheses “()” indicates
that the image correcting unit 108 is processing and output-
ting the corresponding frame. Further, blank areas represent
that the content is empty or not completed yet. At a time t7,
an output of a frame F7 from the image correcting unit 108
is completed, and the frame memory 107 has no blank area.
At this time, the general control unit 101 stops output of the
image correcting unit 108, and prevents the frame memory
107 from being overwritten. Further, an area used by the
MPEG decoder unit 106 exists separately from the illus-
trated area.

Further, frames listed in the row of the motion search unit
represent inputs of the motion search unit 1094. For
example, “F0, F1” represents that the frame F0 is searched
based on the frame F1. Values stated in the row of the scene
change detecting unit represent outputs of the scene change
detecting unit 109¢. The scene change detecting unit 109¢
receives the search result, and updates and outputs a scene
change detection result related to the corresponding search
result when the motion search unit 1094 ends the search
process corresponding to one frame. For example, at a time
12, the scene change detecting unit 109¢ updates and outputs
the scene change detection result when the motion search is
performed on the frames F0 and F1 between the times t1 and
t2. Further, when the motion search unit 1095 does not
operate, a previous output value is held without updating the
scene change detection result.

Frames stated in the row of the motion compensating unit
represent inputs of the motion compensating unit 1094. For
example, “F0, F1” represents that the search result for the
frames FO and F1 stored in the motion vector storage unit
109¢ is read, and an interpolated image is generated by
motion compensation using the read frames. The generated
output image is, for example, 101(0.3).

Next, an operation of the moving image player device 100
according to the present embodiment when a scene change
is detected between the frames F1 and F2 at the time of slow
motion playing will be described with reference to FIGS. 7
to 10. In the first embodiment, frame interpolation is skipped
when there is a scene change.

FIG. 7 is a diagram illustrating a time-series positional
relation of an image output when the moving image player
device 100 according to the first embodiment detects a scene
change at the time of 0.3x speed playing. As illustrated in
FIG. 7, interpolated frames between the frames F1 and F2
between which a scene change is detected are not generated;
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transition to the frame F2 is performed. Through this opera-
tion, a smooth display is maintained even when a scene
change is made.

FIG. 8 is a diagram illustrating an exemplary output
image corresponding to FIG. 7. When 0.3x speed playing is
performed, following an interpolated frame 101(0.9), the
frame F2 is displayed, and then interpolated frames 123(0.3),
123(0.6), and 123(0.9) are displayed in order.

FIG. 9 is a diagram illustrating a time-series change in the
content of the frame memory 107, the processing target
frame of the motion search unit 1095, the scene change
detection result of the scene change detecting unit 109e, the
processing target frame of the motion compensating unit
109d, and the output image at the time of 0.3x speed playing.
The scene change detection result based on the motion
search result for the frames F1 and F2 becomes 1 at a time
t5, then the motion search for the frames F2 and F3 is
performed between the times t5 and t6, and thereafter a
process of generating and outputting an interpolated frames
between the frames F2 and F3 is performed between times
t6 and t9.

FIG. 10 is a flowchart illustrating exemplary processing
of the playing control unit 1094 according to the present
embodiment.

The playing control unit 109a initializes a variable tv
representing a time counter for the motion compensating
unit 109d, a variable ntv representing a time counter for the
motion search unit 1095, and a variable sc serving as the
scene change detection flag (S101).

[Memory initialization]:sv=0,ntv=(f\/fp)*rsc¢=0

A variable fv represents a frame rate [fps] of a decoded
image, and a variable fp represents a display frame rate [fps]
of the LCD panel unit 111.

Then, the playing control unit 109a determines whether
the scene change detection flag sc is 1, that is, whether a
scene change has been detected (S103).

When no scene change has been detected (No in S103),
the playing control unit 1094 determines whether the time
counter ntv is an integer value (S104). When the time
counter ntv is not an integer value (No in S104), the playing
control unit 109a activates the motion search unit 1095
using F[floor(ntv)], F[floor(ntv)+1], and ntv as input param-
eters (S105). Here, a floor(x) represents a value obtained by
rounding a value of x down to the nearest integer value.
Further, a parameter in [ ] represents a frame number such
as FO or F1.

Meanwhile, when the time counter ntv is an integer value
(Yes in S104), the process continues to S106. The playing
control unit 109a determines whether the time counter tv is
an integer value (S106). When the time counter tv is not an
integer value (No in S106), the playing control unit 1094
activates the motion compensating unit 1094 using F[floor
(tv)], F[floor(tv)+1], and tv as input parameters (S107).

Then, the playing control unit 109« decides a processing
result I[floor (tv)] [floor (tv)+1] (tv—floor(tv)) from the
motion compensating unit 1094 as an output image (S108),
and then the process proceeds to S113.

Meanwhile, when the time counter tv is an integer value
(Yes in S106), the playing control unit 1094 decides F[tv] as
an output image (S109), and then the process advances to
S113.

When a scene change is detected (Yes in S103), the
playing control unit 1094 decides F[ceil(tv)] as an output
image (S110). Here, ceil(x) represents a value obtained by
rounding a value of x up to the nearest integer value.
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Then, the playing control unit 1094 updates values of the
time counter tv and the time counter ntv (S111).

[Memory update]:zv=ceil(tv)ntv=tv+({fu/fp)*r

Then, the playing control unit 109a activates the motion
search unit 1095 using F[floor(ntv)], F[floor(ntv)+1], and
ntv as input parameters (S112).

When the presence or absence of a scene change is
determined and an output image is decided, the playing
control unit 109« updates values of the time counter tv, the
time counter ntv, and the scene change detection flag sc
(S113).

[Memory update]:tv=ntv,ntv=ntv+({f/fp)*rsc=(scene
change detection result)

Then, the playing control unit 1094 is on standby until
next VSYNC (S114), and then process returns to S103. The
playing control unit 1094 repeats the process of S103 to
S114 until an instruction to stop slow motion playing is
given.

The difference with processing according to the related art
lies in processing when a scene change is detected. When a
scene change is detected, the variable tv is rounded up to an
integer. Thus, it is possible to skip generation of an inter-
polated frame positioned between before and after the scene
change and make transition to a display of the next frame F2.
At the same time, by using a value obtained by adding a time
until a next display frame to the variable tv obtained by
rounding up to an integer as the variable ntv, it is possible
to start the motion search process for the next interpolated
frame.

Further, the playing control unit 109a controls the time
counter ntv such that (fv/fp)*r is sequentially added for each
frame of output image when fv is the frame rate of the
decoded image, fp is the display frame rate of the LCD panel
unit 111, and r is the playing speed. As a result, the playing
processing unit 109 can perform playing at an arbitrary
playing speed including r=1 together with the FRC process
of the related art.

As described above, in the present embodiment, when a
scene change is detected, control is performed such that a
display of an interpolated frame corresponding to a time
between frames before and after the scene change is skipped,
and transition to a display of the subsequent scene is made.
Thus, a phenomenon that at a timing of a scene change, a
distorted image is displayed or a stop seems to be unnatu-
rally made since the same frame is output several times is
prevented, and smooth slow playing can be maintained even
before and after a scene change.

Further, control is performed such that the time counter
ntv is rounded up to an integer value when there is a scene
change. Thus, it is possible to implement control such that
transition to a display of the subsequent scene is immedi-
ately made based on the value of the time counter ntv when
a scene change occurs.

Modified Example of First Embodiment

The example in which the playing speed r is 0.3 has been
described with reference to FIGS. 7 to 9. In FIGS. 7 to 9,
before and after a scene change, the last frame of the
preceding scene is not displayed, and transition to a display
of a first frame of the subsequent scene is made.

Meanwhile, FIGS. 11 to 19 are diagrams illustrating a
time-series positional relation of an image output when a
scene change is detected at the time of 0.25x speed playing.

In FIG. 11, a frame F0 that adjacent immediately before
a frame F1 at the end of the preceding scene, interpolated
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frames 101(0.25), 101(0.5), and 101(0.75) that are generated
using the frame F1 and the frame F0 that is adjacent
immediately before the frame F1, the frame F1, a frame F2
at the head of the subsequent scene, interpolated frames
123(0.25), 123(0.5), and 123(0.75) that are generated using
the frame F2 and a frame F3 that is adjacent immediately
after the frame F2, and the frame F3 that is adjacent
immediately after the frame F2 are displayed in time series
(display pattern 1).

In FIG. 12, a frame FO0, interpolated frames 101(0.25),
101(0.5), and 101(0.75), a frame F2, interpolated frames
123(0.25), 123(0.5), and 123(0.75), and a frame F3 are
displayed in time series (display pattern 2). The difference
with the display pattern 1 lies in that the frame F1 is not
displayed.

In FIG. 13, a frame FO0, interpolated frames 101(0.25),
101(0.5), and 101(0.75), a frame F1, interpolated frames
123(0.25), 123(0.5), and 123(0.75), and a frame F3 are
displayed in time series (display pattern 3). The difference
with the display pattern 2 lies in that the frame F1 is
displayed, but the frame F2 is not displayed.

In FIG. 14, a frame FO0, interpolated frames 101(0.25),
101(0.5), and 101(0.75), interpolated frames 123(0.25), 123
(0.5), and 123(0.75), and a frame F3 are displayed in time
series (display pattern 4). The difference with the display
pattern 1 lies in that the frame F1 and the frame F2 are not
displayed.

In FIG. 15, a frame F0, an interpolated frame 101(0.25),
a frame F2, interpolated frames 123(0.25), 123(0.5), and
123(0.75) that are larger in number than the interpolated
frame 101, and a frame F3 are displayed in time series
(display pattern 5). The difference with the display pattern 2
lies in the number of the displayed interpolated frames 101.

In FIG. 16, a frame F0, an interpolated frame 101(0.25),
an interpolated frame 123(0.75), and a frame F3 are dis-
played in time series (display pattern 6). The difference with
the display pattern 4 lies in the number of the displayed
interpolated frames 101 and the number of displayed inter-
polated frames 123.

In FIG. 17, a frame FO0, interpolated frames 101(0.25),
101(0.5), and 101(0.75), an interpolated frame 123(0.75) that
is smaller in number than the interpolated frame 101, and a
frame F3 are displayed in time series (display pattern 7). The
difference with the display pattern 4 lines in the number of
the displayed interpolated frames 123.

In FIG. 18, a frame FO0, interpolated frames 101(0.25),
101(0.5), and 101(0.75), a frame F1, an interpolated frame
123(0.75) that is smaller in number than the interpolated
frame 101, and a frame F3 are displayed in time series
(display pattern 8). The difference with the display pattern 3
lies in the number of the displayed interpolated frames 123.

In FIG. 19, a frame F0, an interpolated frame 101(0.25),
interpolated frames 123(0.25), 123(0.5), and 123(0.75) that
are larger in number than the interpolated frame 101, and a
frame F3 are displayed in time series (display pattern 9). The
difference with the display pattern 5 lies in that the frame F2
is not displayed.

As described above, in the display patterns of the respec-
tive drawings, control is performed such that the last frame
F1 of the preceding scene or the first frame F2 of the
subsequent scene is displayed or not displayed. Since
smooth playing is maintained before and after a scene
change in all the above-mentioned cases, the playing control
unit 109¢ may be configured to perform the above-men-
tioned displays.

Further, the motion search process of the playing control
unit 1094 may be performed such that a point symmetric
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search is performed on an area on an interpolated frame, for
example, each of blocks obtained by dividing the interpo-
lated frame in units of 8x8 pixels as illustrated in FIG. 20
instead of a method in which a search is sequentially
performed on a certain area of the frame F1. In other words,
it is a method in which images that are point-symmetrically
positioned centering on a frame 101(0.3) within a certain
range on a frame F0 that is at the same position as a block
of interest on the frame F0 are set as an evaluation target,
and a motion vector of the closest image is a motion vector
of the block of interest.

Second Embodiment

A second embodiment will be described with some
examples where frames to be displayed are extrapolated
when a scene change is detected, using frames before the
scene change, frames after the scene change, or frames
before and after the scene change.

In the second embodiment, interpolated image generating
unit in the first embodiment is called extra- or inter-polated
image generating unit because it generates extrapolated
image as well as interpolated image, but its configuration
and function are equivalent to the one in the first embodi-
ment. Only its parameters passed from playing control unit
109q is different.

FIGS. 21A and 21B are diagrams for describing inter- and
extra-polation frames generating method of a playing pro-
cessing unit 109 according to the second embodiment. FIG.
21A is a diagram for describing interpolation of a frame
when a scene change is not detected. Here, an interpolated
frame 101(0.3) is inserted between frames F0 and F1. On the
other hand, FIG. 21B is a diagram for describing extrapo-
lation of frames when a scene change is detected. There is
a scene change between frames F1 and F2. In the first
embodiment, either extra- or inter-polated frames are not
generated in this frame section. However, in the second
embodiment, extrapolated frames are generated from frames
before and/or after a scene change. 101(1.2) is generated
based on the frames FO0 and F1 and inserted between F1 and
F2. 123(-0.2) is generated based on the frames F2 and F3
and inserted between F1 and F2.

FIGS. 22A to 22C are diagrams illustrating an exemplary
output image when the playing processing unit 109 accord-
ing to the second embodiment detects a scene change.
Similarly to 21B, there is a scene change between the frames
F1 and F2. When 0.3x playing is performed, in case of FIG.
22A, extrapolated frames 101(1.2), 101(1.5), and 101(1.8)
generated from the frames FO and F1 before the scene
change are displayed subsequently to an interpolated frame
101(0.9).

In case of FIG. 22B, extrapolated frames 123(-0.8),
123(-0.5), and 123(-0.2) generated from the frames F2 and
F3 after the scene change are displayed subsequently to an
interpolated frame 101(0.9). In case of FIG. 22C, an extrapo-
lated frame 101(1.2) generated from the frames F0 and F1
before scene change is displayed subsequently to an inter-
polated frame 101(0.9), and extrapolated frames 123(-0.5)
and 123(-0.2) generated from the frames F2 and F3 after the
scene change are displayed subsequently to 101(1.2). In all
cases of FIGS. 22A to 22C, a smooth display can be
maintained when there is a scene change.

FIG. 23 is a diagram illustrating a time-series change in
the content of the frame memory 107, the processing target
frame of the motion search unit 1095, the result of the scene
change detecting unit 109e, the processing target frame of
the motion compensating unit 1094, and the output image in
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case of FIG. 22B. The motion search is performed in
advance, and when a scene change is detected, extrapolated
frames are generated afterwards from the frames before the
scene change.

FIG. 24 is a flowchart illustrating exemplary processing
of the playing control unit 109a according to the present
embodiment.

The playing control unit 1094 initializes the variables
stored in the memory (S201).

[Memory initialization]:tv=0,ntv=(fV/fp)*r.cur_sc=0,
se[ 1=0,mode[ ]=0,pbank=0,bank=0

The variable tv is a time counter for the motion compen-
sating unit 1094, and the variable ntv is a time counter for
the motion search unit 10956. The variable fv represents a
frame rate [fps] of a decoded image, and the variable fp
represents a display frame rate [fps] of the LCD panel unit
111. The variable cur_sc is a scene change detection flag
when a motion search is performed. scfMAX_BANK] and
mode[MAX_BANK] represent a held scene change detec-
tion flag and a mode of a motion search. MAX_BANK
represents the number of frames of motion vectors that can
be stored in the motion vector storage unit 109¢. The
variable pbank represents a position at which information is
written at the time of a motion search, and the variable bank
represents a position at which information is read at the time
of motion compensation.

Then, the playing control unit 109a activates the motion
search unit 1095 using F[floor(ntv)], F[floor(ntv)+1], and
ntv as input parameters (S202).

Then, the playing control unit 1094 updates values of the
time counter ntv, mode[pbank], the scene change detection
flag cur_sc, sc[pbank], and pbank (S203).

[Memory update]:ntv=ntv+(fv/fp)*r,mode[pbank]=0,
cur_sc=(scene change detection result),

sefpbank]=cur_sc,pbank=(pbank+
1&(MAX_BANK))-1)

Then, the playing control unit 109a activates the motion
search unit 1095, and performs a motion search process
(S205).

Then, the playing control unit 109a activates the motion
compensating unit 1094 and performs a motion compensa-
tion process (S206).

Then, the playing control unit 1094 updates values of the
time counter tv and the time counter ntv (S207).

[Memory update]:zv=tv+(f/fp)* nutv=ntv+(fu/fp)*r

Then, the playing control unit 109a is on standby until
next VSYNC (S208), and then process returns to S205. The
playing control unit 1094 repeats the process of S205 to
S208 until an instruction to stop slow motion playing is
given.

FIG. 25 is a flowchart illustrating a concrete example of
the motion search process (S205).

The playing control unit 109a determines whether the
scene change detection flag cur_sc is 1, that is, whether a
scene change has been detected (S301). When it is deter-
mined that no scene change has been detected (No in S301),
the playing control unit 1094 determines whether the value
of the time counter ntv is an integer value (S302).

When the value of the time counter ntv is determined to
be an integer value (Yes in S302), the playing control unit
109a determines whether a value of (ntv—tv) is smaller than
a value of ((fv/fb)*r)*PRE_NUM (S303). PRE_NUM rep-
resents a number of frames in which a motion search is
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performed in advance. When the value of (ntv—tv) is deter-
mined to be smaller than the value of ((fv/fb)*r)*PRE_NUM
(Yes in S303), the playing control unit 1094 updates the
value of the time counter ntv by the value of ntv+(fv/fp)*r
(S304).

Meanwhile, when the value of (ntv-tv) is determined to
be the value of ((fv/fb)*r)*PRE_NUM or more (No in
S303), the process proceeds to S206 of FIG. 24. When the
value of the time counter ntv is determined not to be an
integer value (No in S302), the playing control unit 109«
activates the motion search unit 10956 using F[floor(ntv)],
F[floor(ntv)+1], and ntv as input parameters (S305).

Then, the playing control unit 1094 updates the variable
values (S306).

[Memory update]:mode[pbank]=0,cur_sc=(scene
change detection result),sc/pbank]=cur_sc

Then, the playing control unit 1094 determines whether a
scene change has been detected based on the value of the
scene change detection flag cur_sc (S307). When it is
determined that the scene change has been detected
(cur_sc=1) (Yes in S307), the playing control unit 1094
updates the value of the time counter ntv by the value of
ntv—(fv/fp)*r (S308).

Meanwhile, when it is determined that no scene change
has been detected (cur_sc=0) (No in S307), the playing
control unit 109a updates the value of pbank by a value of
(pbank+1) & (MAX_BANK-1) (S309).

Further, when it is determined that the scene change has
been detected (Yes in S301), the playing control unit 1094
determines whether a process of generating an extrapolated
frame from the frames before the scene change. (S310).
When the frame is determined to be extrapolated from the
frames before the scene change (Yes in S310), the playing
control unit 109a activates the motion search unit 1095
using F[floor(ntv)-1], F[floor(ntv)], and ntv as input param-
eters (S311).

On the other hand, when the extrapolation using the
frames before the scene change is not performed (No in
S310), the playing control unit 109« activates the motion
search unit 1095 using F[ceil(ntv)], F[ceil(ntv)+1], and ntv
as input parameters (S312).

Then, the playing control unit 1094 updates the variable
values (S313).

[Memory update]:mode[pbank]=(motion search
mode),sc/pbank]=1,pbank=(pbank+
D&(MAX_BANK-1)

Then, the playing control unit 1094 determines whether a
value of floor(ntv) is identical to a value of floor (ntv+(fv/
fb)*r) (S314). Here, when the value of floor(ntv) is deter-
mined not to be identical to the value of floor (ntv+(fv/th)*r)
(Yes in S314), the playing control unit 1094 initializes the
scene change detection flag cur_sc to 0 (S315), and the
process continues to S206 of FIG. 24. However, when the
value of floor(ntv) is determined to be identical to the value
of floor(ntv+(fv/fb)*r) (No in S314), the process steps to
S206 of FIG. 24 without updating the scene change detec-
tion flag cur_sc.

FIG. 26 is a flowchart illustrating a concrete example of
the motion compensation process (S206).

The playing control unit 1094 determines whether the
time counter tv is an integer value (S401). When the time
counter tv is determined not to be an integer value (No in
S401), the playing control unit 109a checks the value
indicating the mode of an extra- or inter-polation, mode
[bank](S402). When the mode is “interpolation” mode
(S402: mode[bank]=0), the playing control unit 1094 acti-
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vates the motion compensating unit 1094 using F[floor(tv)],
F[floor(tv)+1], and tv as input parameters (S403).

Then, the playing control unit 109a decides an interpo-
lated frame I[floor(tv)] [floor(tv)+1](tv—floor (tv)) processed
in the motion compensating unit 1094 as an output image
(S404), and then the process continues to S409.

Further, when the extra- or inter-polation mode is the
“extrapolation using the frames before scene change” mode
(S402: mode[bank]=1), the playing control unit 1094 acti-
vates the motion compensating unit 1094 using F[floor(tv)-
1], F[floor(tv)], and tv as input parameters (S405).

Then, the playing control unit 109a decides an extrapo-
lated frame
I[floor(tv)-1][floor(tv)](tv—floor(tv)-1) processed in the
motion compensating unit 1094 as an output image (S406),
and then process continues to S409.

Further, when the extra- or inter-polation mode is
“extrapolation using the frames after scene change” mode
(S402: mode[bank]=2), the playing control unit 1094 acti-
vates the motion compensating unit 1094 using F[ceil(tv)],
F[ceil(tv)+1], and tv as input parameters (S407).

Then, the playing control unit 109a decides an extrapo-
lated frame I[ceil(tv)][ceil(tv)+1](tv—ceil(tv)) processed in
the motion compensating unit 1094 as an output image
(S408).

Then, the playing control unit 109a updates the value of
the variable bank by the value of (bank+1l) & (MAX_
BANK-1) (S409), and then process continues to S207 of
FIG. 24.

Meanwhile, when the time counter tv is determined to be
an integer value (Yes in S401), the playing control unit 1094
decides the frame F[tv] as an output image (S410), and then
process steps to S207 of FIG. 24.

The main differences between the processing of the
moving image player device 100 according to the present
embodiment and the processing of conventional devices are
following three points:

(1) Motion Search Performed in Advance

In the present embodiment, the motion search is per-
formed in advance of an extra- or inter-polation image
output by two or more time slots. Through this operation,
when a scene change is detected, it is possible to output the
extrapolated frames continuously.

(2) Behavior of Motion Search Related to Scene Change

In the present embodiment, when a scene change is
detected, a motion search is performed on the same frame
again in a state in which the scene change flag is set to 1 in
a next time slot. Through this operation, the number of
motion searches performed in advance is reduced, but when
the motion search frame is a frame at an integer position, a
next frame is subjected to a motion search. Further, in a
motion search performed in a state in which a scene change
is detected, extrapolation is performed on a motion vector
from the frames before or after scene change. A direction in
which extrapolation is performed on a motion vector is
designated from the outside or decided by image informa-
tion before and after a scene change.

(3) Behavior of Motion Compensation Related to Scene
Change

In the present embodiment, an input frame to the motion
compensating unit 1094 is updated according to which
process is performed at the time of a motion search. The
process is one of interpolation, extrapolation from the
frames before a scene change, or extrapolation from the
frames after a scene change.

As described above, in the present embodiment, when a
scene change is detected, extrapolated frames that have been
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generated from frames before and/or after the scene change,
and thus slow motion playing can be performed while
maintaining smoothness of a display before and after the
scene change.

Third Embodiment

In a third embodiment, when a scene change is detected
at the time of smooth slow playing, interpolated frames
generated by applying a video effect to display frames before
and after the scene change are inserted.

FIG. 27 is a block diagram illustrating an exemplary
configuration of a playing processing unit 109 of a moving
image player device 100 according to the present embodi-
ment. The playing processing unit 109 further includes an
interpolated image memory 109fand a video effect process-
ing unit 109g.

The interpolated image memory 109/ holds an interpo-
lated image that has been subjected to motion compensation.
The video effect processing unit 109g generates a new
frame, for example, by applying a video effect of overlap-
ping two or more consecutive frames while changing a
relative weight (display ratio) of the two or more consecu-
tive frames among a plurality of frames or interpolated
frames input from the frame memory 107 based on a
positional relation on a time axis.

The video effect includes not only common video pro-
cessing such as reversion, keying, stylize, cross-fade, and
wipe but also using an original image without change.
Further, a video effect generated from two images can be
implemented by adjusting a relative weight of the two
images by a variable representing a frame playing position.
The interpolated image memory 109/ and the video effect
processing unit 109¢ configure a video effect processing
unit.

FIG. 28 is a diagram illustrating processing performed
when the playing processing unit 109 according to the
present embodiment detects no scene change. An output
image has a latency of one time slot from a motion search.
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Here, the content of the interpolated image memory 109/ 40

representing interpolated frames that can be input to the
video effect processing unit 109¢ is illustrated as well. In the
example of FIG. 28, the motion search result between the
respective input frames is held, and the motion compensat-
ing unit 1094 refers to the motion search result necessary for
generation of an interpolated frame, and thus a motion
search between the respective input frames is performed
once.

In the present embodiment, the motion compensating unit
1094 is not operated at a time corresponding to a scene
change position, the video effect processing unit 109g is
activated using an image read from the interpolated image
memory 109/ as an input, and an interpolated image is
generated and played.

FIG. 29 is a diagram illustrating a time-series change in
the content of the frame memory 107, the processing target
frame of the motion search unit 10954, the scene change
detection result of the scene change detecting unit 109e, the
processing target frame of the motion compensating unit
109d, the content of the interpolated image memory 1097, an
interpolated frame generated by the video effect processing
unit 109¢, and an output image when a scene change is
detected. There is a scene change between the frames F1 and
F2. The scene change detection result based on the motion
search result of the frames F1 and F2 becomes 1 at a time
t4, motion compensation is performed up to a position
representing a portion between the frames F2 and F3 at times
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t4 to t5, and the motion compensating unit 1094 stops at
times t5 to t7. Further, a process of generating and outputting
an interpolated frame to which a video effect is applied
based on two frames stored in the interpolated image
memory 109f'is performed at times t5 to t8.

FIG. 30 is a diagram illustrating a concrete example of an
output image corresponding to FIG. 29. An interpolated
frame E12(0.2) in a scene change is displayed subsequently
to an interpolated frame 101(0.9) which is an anterior scene.
The interpolated frame E is a frame having a video effect
applied thereto. Following E12 (0.2), interpolated frames
E12(0.5), E12(0.8), and 123(0.1) are displayed in order. The
video effect process is performed and playing is performed
while maintaining a frame playing time interval, and thus a
smooth display can be maintained even when there is a scene
change.

FIG. 31 is a flowchart illustrating exemplary processing
of the playing control unit 1094 according to the present
embodiment. A last input frame or a last displayed interpo-
lated frame in a scene before a scene change and a first input
frame or a first displayed interpolated frame in a scene after
a scene change are candidates input to the video effect
processing unit 109g.

The playing control unit 109« initializes variables stored
in the memory as follows. A variable wp designates an
output bank of an interpolated image memory in the motion
compensating unit 1094 (S501). Variables sv and psv are
variables used in the process that is performed in advance in
the motion search unit 1095.

[Memory initialization]:wp=0,tv=0,ntv=_f//fp)*,
psv=0,sv=0

Then, the playing control unit 109a activates the motion
compensating unit 1094 using F[floor(sv)] and F[floor(sv)+
1] as input parameters (S502).

Then, the playing control unit 1094 stores a scene change
detection result in sc[floor(sv), floor(sv)+1] (S503).

Then, the playing control unit 109a updates a value of the
variable sv by a value of sv+(fv/fp)*r (S504).

Then, the playing control unit 109a determines whether
the value of the variable sv is smaller than a value of
ceil(ntv) (S505). When the value of the variable sv is
determined to be smaller than the value of ceil(ntv) (Yes in
S505), the process returns to S504.

Meanwhile, when the value of the variable sv is deter-
mined to be the value of ceil(ntv) or more (No in S505), the
playing control unit 109« sequentially activates the motion
search unit 1096 and the motion compensating unit 1094,
and acquires a processing result thereof (S507).

Then, the playing control unit 109a activates the video
effect processing unit 109g, and acquires a processing result
thereof (S508).

Then, the variables stored in the memory are updated
(S509).

[Memory update]:tv=ntv,ntv=ntv+({f/fp)*rwp=Iwp,sc
[floor(psv),floor(psv)+1]=(scene change detec-
tion result)

Then, the playing control unit 109a is on standby until
next VSYNC (S510), and the process of S507 to S510 is
repeated until an instruction to stop slow playing is given.

FIG. 32 is a flowchart illustrating a concrete example of
a motion search/motion compensation process of S507 of
FIG. 31.

The playing control unit 109a determines whether the
value of the time counter ntv is an integer value (S601).
When the value of the time counter ntv is determined to be
an integer value (Yes in S601), the playing control unit 1094
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activates the motion search unit 1095 using F[floor(sv)] and
F[floor(sv)+1] as input parameters (S602).

Then, the motion search unit 1095 updates the value of
variable psv by the value of the variable sv (S603).

Then, the playing control unit 109« stores a frame F[ntv]
in an interpolated image memory [wp](S604), and then the
process proceeds to S508 of FIG. 31.

Meanwhile, when the value of the time counter ntv is
determined not to be an integer value (No in S601), the
playing control unit 109a determines whether the value of
ceil(tv) is equal to the value of ceil(ntv) (S605). When the
value of ceil(tv) is determined to be equal to the value of
ceil(ntv) (Yes in S605), the process proceeds to S610. On the
other hand, if the value of ceil(tv) is determined to be
different from the value of ceil(ntv) (No in S605), the
playing control unit 1094 activates the motion search unit
1094 using F[floor(sv)] and F[floor(sv)+1] as input param-
eters (5606).

Then, the motion search unit 10956 updates the value of the
variable psv by the value of the variable sv (S607).

Then, the motion search unit 10956 updates the value of the
variable sv by the value of sv+(fv/fp)*r (S608).

Then, the motion search unit 1095 determines whether the
value of the variable sv is smaller than the value of ceil
(ntv)+1 (5609). When the value of the variable sv is deter-
mined to be smaller than the value of ceil(ntv)+1 (Yes in
S609), the process returns to S608. However, when the value
of'the variable sv is determined to be the value of ceil(ntv)+1
or more (No in S609), the process proceeds to S613.

Further, when the value of ceil(tv) is determined to be
equal to the value of ceil(ntv) (Yes in S605), the playing
control unit 109a determines whether a value of sc[floor(tv),
ceil(tv)] is 1 (S610). When the value of sc[floor(tv), ceil(tv)]
is 1, that is, when a scene change is detected (Yes in S610),
the process proceeds to S508 of FIG. 31.

Meanwhile, when the value of sc[floor(tv), ceil(tv)] is O
(No in S610), the playing control unit 109a activates the
motion compensating unit 1094 using F[floor(tv)], F[ceil
(tv)], and ntv as input parameters (S611).

Then, the playing control unit 1094 stores the interpolated
frame I[floor(tv)] [ceil(tv)](ntv-floor(ntv)) generated by the
motion compensating unit 1094 in the interpolated image
memory [wp](S612), and then the process proceeds to S508
of FIG. 31.

Further, when the value of the variable sv is determined
to be the value of ceil(ntv)+1 or more (No in S609), the
playing control unit 1094 determines whether the value of'sc
[ceil(tv), ceil(ntv)] is 1 (S613). When the value of sc[ceil
(tv), ceil(ntv)] is 0 (No in S613), the process proceeds to
S611.

Meanwhile, when the value of sc[ceil(tv), ceil(ntv)] is 1,
that is, when a scene change is detected (Yes in S613), the
playing control unit 1094 activates the motion compensating
unit 1094 using F[floor(sv)], F[floor(sv)+1], and sv as input
parameters (S614).

Then, the playing control unit 1094 stores the interpolated
frame I[floor(sv)] [floor(sv)+1](sv-floor(sv)) generated by
the motion compensating unit 1094 in the interpolated image
memory [wp](S615), and then the process proceeds to S508
of FIG. 31.

FIG. 33 is a flowchart illustrating a concrete example of
the video effect process of S508 of FIG. 31.

The playing control unit 1094 determines whether the
value of the time counter tv is an integer value (S701). When
the value of the time counter tv is determined to be an integer
value (Yes in S701), the playing control unit 1094 decides a
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frame stored in the interpolated image memory [!wp] as an
output image (S703), and then the process proceeds to S509
of FIG. 32.

Meanwhile, when the value of the time counter tv is
determined not to be an integer value (No in S701), the
playing control unit 109a determines whether the value of
sc[floor(tv),ceil(tv)] is 1, that is, when a scene change has
been detected (S702). When it is determined that no scene
change has been detected (No in S702), the process proceeds
to S703.

However, when it is determined that a scene change has
been detected (Yes in S702), the playing control unit 109«
activates a video effect processing unit 109f using the
interpolated image memory [wp], the interpolated image
memory [!wp], and tv as input parameters (S704).

Then, the playing control unit 109a¢ decides the frame
E[floor(tv)] [floor(tv)+1](tv—floor(tv)) generated by the
video effect processing unit 109¢ as an output image (S705),
and then the process proceeds to S509 of FIG. 32.

According to the moving image player device 100 accord-
ing to the present embodiment, it is possible to further
increase choices of a display device according to a video
effect while maintaining smoothness of a display before and
after a scene change.

Modified Example (1) of Third Embodiment

It is possible to maintain a input video time counter until
switching from a first scene to a second scene is performed
and reset the time counter to a value representing the frame
at the head of the second scene afterwards. FIG. 34 is a
diagram illustrating a time-series positional relation of an
image output when a moving image playing device accord-
ing to a modified example of the third embodiment detects
a scene change at the time of 0.3x playing. In this case, an
interpolated frame E12( ) is generated using an interpolated
frame 101(0.9) and an input frame F2. In this case, when a
time at which a scene change is detected comes, the frame
F2 may be stored in the interpolated image memory without
activating the motion compensating unit.

Modified Example (2) of Third Embodiment

In the present embodiment, a counter that holds the
number of frames to be interpolated between frames when
the motion search unit 1095 is activated may be provided.
FIG. 35 is a flowchart illustrating a process performed
instead of S606 to S609 of FIG. 32. A variable num
represents a count value for the motion search unit 1095 that
is performed in advance, and a variable pnum represents a
count value used by the video effect processing unit 109g.

The playing control unit 1094 activates the motion search
unit 10956 using F[floor(sv)] and F[floor(sv)+1] as input
parameters (S801).

Then, the playing control unit 109q initializes the vari-
ables psv, pnum, and num (S802).

[Memory initialization]:psv=sv, prum=num,num=0

Then, the playing control unit 1094 updates the variable
sv by sv+(fv/fp)*r, and adds 1 to the variable num (S803).

Then, the playing control unit 109a determines whether
the variable sv is smaller than ceil(ntv)+1 (S804). Here,
when the variable sv is determined to be smaller than
ceil(ntv)+1 (Yes in S804), the process returns to S803.
However, when the variable sv is determined to be the value
of ceil(ntv) or more (No in S804), the process proceeds to
S613 of FIG. 32.
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When smooth slow playing is performed, the number of
interpolated frames to be inserted between input frames
varies according to the playing speed and the current playing
position, but it is possible to calculate an arbitrary position
of a frame corresponding to, for example, a middle point or
a %4 point of a time-series positional relation through the
counter, and it is possible to obtain more video effects by
applying an arbitrary image other than an input image to a
desired position.

For example, a variable ctv=tv+(fv/fp*r)*ceil(pnum/2) is
set, a frame at a time position of ctv is regarded a frame
positioned at the temporal middle of the scene change in
terms of a time, so that a fully black image is obtained. It is
possible to generate a scene that naturally blackouts by
cross-fading with a frame lastly displayed in a first scene.
Similarly, it is possible to generate a scene that fades in from
black by combining with a frame presented first in a second
scene. Further, by changing the number of frames corre-
sponding to a temporal middle position to one or two
according to whether the number of frames interpolated
between the first scene and the second scene is an odd
number or an even number, it is possible to prevent, for
example, an unnatural display in which the second scene
starts to fade in while the first scene is fading out toward
black.

Further, when the variable n is set to an integer which is
equal to or less than a value of the counter, it is possible to
apply images PO to P(n-1) of an arbitrary pattern to n
interpolated frames among interpolated frames between the
first scene and the second scene, generate scenes having
different video effects such that starting from the end of the
first scene, PO is set as a scene la, P1 is set as a scene
15, . . ., Pn-2 and Pn-1 are set as a scene 2a, and Pn is set
as a scene 2b, and consecutively playing the first scene, the
scene la, the scene 14, . . . , the scene 2a, the scene
2b, . . ., and the second scene.

Modified Example (3) of Third Embodiment

The third embodiment may be combined with the second
embodiment. In this case, even during a scene change, the
motion compensating unit 1094 may be activated to update
the content of the interpolated image memory. It is possible
to apply a video effect to a frame inserted between frames
before and after the scene change by extrapolation of the
motion search result.

Fourth Embodiment

FIG. 36 is a block diagram of a moving image player
device 100 according to the present embodiment. The mov-
ing image player device 100 is a tablet terminal in which a
liquid crystal (LC) panel is integrated with a touch panel.
The same reference numerals as those in FIG. 1 denote the
same components. The following description will proceed
with different points.

A storage memory 112 is a large-capacity storage memory
capable of accumulating a plurality of videos such as a
NAND flash memory. A touch panel unit 113 detects a
position on a screen through a sensor and performs a
corresponding operation when the user touches the screen by
a finger or a dedicated pen.

The general control unit 101 selects a video v to be played
from among a plurality of videos stored in the storage
memory 112 based on an input from the touch panel unit
113. The general control unit 101 outputs the video v to be
played to the MPEG decoder unit 106, and outputs the
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playing speed r to the playing processing unit 109. Further,
the general control unit 101 writes image data representing
an elapsed time in a video which is displayed together with
the video currently playing, texture data representing a
button of an operation panel used to change the playing
speed and the texture of the operation panel, and the like in
the frame memory 107.

The MPEG decoder unit 106 reads a video file including
the frame rate fv corresponding to the video v from the
storage memory 112. The MPEG decoder unit 106 decodes
an image according to a decoding scheme designated in the
file, and outputs the decoding result to the frame memory
107.

A GPU 114 reads the image data or the texture data from
the frame memory 107, performs texture mapping, combines
the read image data or the read texture data with the video
of the playing processed result in the frame memory 107,
and outputs the resultant data to the LCD panel driving unit
110. An internal operation and effects of the playing pro-
cessing unit 109 are the same as in the first to third
embodiments.

While certain embodiments have been described these
embodiments have been presented by way of example only,
and are not intended to limit the scope of the inventions.
Indeed, the novel embodiments described herein may be
embodied in a variety of other forms: furthermore various
omissions, substitutions and changes in the form of the
embodiments described herein may be made without depart-
ing from the spirit of the inventions. The accompanying
claims and there equivalents are intended to cover such
forms or modifications as would fall within the scope and
spirit of the invention.

What is claimed is:

1. A moving image player device, comprising:

a video input unit that receives a video consisting of a
plurality of consecutive input frames;

an interpolated image generating unit that generates inter-
polated frames, each of which corresponding to a time
between two adjacent input frames, using the two input
frames among the plurality of input frames; and

a video playing unit that detects scene changes in the
video, and based on the detection results, plays the
video at an arbitrary playing speed by outputting the
plurality of input frames or the interpolated frames in
time series,

wherein when the scene change is detected, after display-
ing an input frame of a first scene or an interpolated
frame of the first scene, the video playing unit skips
display of the interpolated frames corresponding to
time between an input frame at the end of a first scene
and an input frame at the head of a second scene, and
displays an input frame of the second scene or an
interpolated frame of the second scene,

wherein when the scene change is detected between a first
input frame at the end of the first scene and a second
input frame at the head of the second scene,

the video playing unit displays a first interpolated frame
generated using the first input frame and a third input
frame that is adjacent immediately before the first input
frame, the second input frame, and a second interpo-
lated frame generated using the second input frame and
a fourth input frame that is adjacent immediately after
the second input frame in time series.

2. A moving image player device, comprising:

a video input unit that receives a video consisting of a
plurality of consecutive input frames;
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an interpolated image generating unit that generates inter-
polated frames, each of which corresponding to a time
between two adjacent input frames, using the two input
frames among the plurality of input frames; and

a video playing unit that detects scene changes in the
video, and based on the detection results, plays the
video at an arbitrary playing speed by outputting the
plurality of input frames or the interpolated frames in
time series,

wherein when the scene change is detected, after display-
ing an input frame of a first scene or an interpolated
frame of the first scene, the video playing unit skips
display of the interpolated frames corresponding to
time between an input frame at the end of a first scene
and an input frame at the head of a second scene, and
displays an input frame of the second scene or an
interpolated frame of the second scene,

wherein when the scene change is detected between a first
input frame at the end of the first scene and a second
input frame at the head of the second scene,

the video playing unit displays a first interpolated frame
generated using the first input frame and a third input
frame that is adjacent immediately before the first
frame, the first input frame, a second interpolated frame
that is generated using the second input frame and a
fourth input frame that is adjacent immediately after the
second input frame, and the fourth input frame in time
series.

3. A moving image player device, comprising:

a video input unit that receives a video consisting of a
plurality of consecutive input frames;

an extrapolated or interpolated image generating unit that
generates extrapolated or interpolated frames, each of
which corresponding to a time between or outside two
adjacent input frames, using the two input frames
among the plurality of input frames; and

a video playing unit that detects a scene change in the
video, and based on the detection results, plays the
video at an arbitrary playing speed by outputting the
plurality of input frames, the extrapolated frames, or
the interpolated frames in time series,

wherein when the scene change is detected, after display-
ing an input frame of a first scene or an interpolated
frame of the first scene, the video playing unit displays
extrapolated frames that are generated based on a
plurality of input frames configuring an end part of the
first scene or a head part of the second scene by the
extrapolated or interpolated image generating unit,

wherein when the scene change is detected, the video
playing unit displays an forward extrapolated frame
generated at a later position on a time axis than an input
frame at the end of the first scene based on the input
frame at the end of the first scene and an input frame
immediately before the input frame at the end of the
first scene by the extrapolated or interpolated image
generating unit subsequently to the input frame at the
end of the first scene.

4. A moving image player device, comprising:

a video input unit that receives a video consisting of a
plurality of consecutive input frames;

an extrapolated or interpolated image generating unit that
generates extrapolated or interpolated frames, each of
which corresponding to a time between or outside two
adjacent input frames, using the two input frames
among the plurality of input frames; and
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a video playing unit that detects a scene change in the
video, and based on the detection results, plays the
video at an arbitrary playing speed by outputting the
plurality of input frames, the extrapolated frames, or
the interpolated frames in time series,

wherein when the scene change is detected, after display-
ing an input frame of a first scene or an interpolated
frame of the first scene, the video playing unit displays
extrapolated frames that are generated based on a
plurality of input frames configuring an end part of the
first scene or a head part of the second scene by the
extrapolated or interpolated image generating unit,

wherein when the scene change is detected, the video
playing unit displays a backward extrapolated frame
that is generated at an earlier position on the time axis
than an input frame at the head of the second scene
based on the input frame at the head of the second scene
and an input frame immediately after the input frame at
the head of the second scene by the extrapolated or
interpolated image generating unit subsequently to the
input frame at the end of the first scene.

5. A moving image player device, comprising:

a video input unit that receives a video consisting of a
plurality of consecutive input frames;

an interpolated image generating unit that generates inter-
polated frames, each of which corresponding to a time
between two adjacent input frames, using the two input
frames among the plurality of input frames;

a video effect processing unit that generates new interpo-
lated frames in which two or more consecutive frames
among the plurality of input frames or the interpolated
frames are overlapped while changing a relative weight
of the two or more frames based on a positional relation
on a time axis; and

a video playing unit that detects a scene change in the
video, and based on the detection results, plays the
video at an arbitrary playing speed by outputting the
plurality of input frames, the interpolated frames, or the
new interpolated frames in time series,

wherein when the scene change is detected, after display-
ing an input frame of a first scene or an interpolated
frame of the first scene, the video playing unit displays
the new interpolated frames corresponding to time
between an input frame at the end of the first scene and
an input frame at the head of a second scene, and
displays an input frame of the second scene or the
interpolated frame of the second scene.

6. The moving image player device according to claim 5,

when the video playing unit detects the scene change
between a first input frame at the end of the first scene
and a second input frame at the head of the second
scene, the video effect processing unit generates the
new interpolated frames using two or more frames from
among the first input frame, a first interpolated frame
that is closest in the position on the time axis to the first
input frame among interpolated frames generated from
the first input frame and a third input frame that is
adjacent immediately before the first input frame, the
second input frame, and a second interpolated frame
that is closest in the position on the time axis to the
second input frame among interpolated frames gener-
ated from the second input frame and a fourth input
frame that is adjacent immediately after the second
input frame.



